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 Features:  
o Single Pole 3 Throw           
o Non-Reflective           
o LVTTL           
o 0.5 – 18 GHz 

 
                         
                   

 

 

 

 

 

 

 

 

 Specifications: 
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LVTTL *2
TTL CONTROL

3.2.1.33.1.2.4 3.2.1.5

1.8:1 Max
(10.9 dBr Min)

1* Isolation: Record worst case with path normalized. Measure On/Off and Adjacent paths. See 009-2727 for details.
2* Control logic is LVTTL and TTL compatible.
3* Switching Speed is recorded as the worst case for all measurements as defined in 009-2727.

DC POWER
3.2.1.8

SWITCHING SPEED*3

250ns MAX
OFF-ON
ON-OFF

+5V @ 100mA MAX
-5V @ 50mA MAX

J1 - J0

J1 - J0

J3 - J0
All Off

J2 - J0
J3 - J0
All Off

J2 - J0

Serial Input VSWRSelected Frequency Isolation*1Insertion
Loss

3.5 dB Max

Output VSWR
1.8:1 Max

(10.9 dBr Min)

Output  VSWR
 (Off) 2.0:1 Max
(9.5 dBr Min)

Number Path 0.5 - 18
GHz 50 dB Min

All Off
J3 - J0

J1 - J0
J2 - J0
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 Outline Drawing: 
 

 

 

 

 


